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1. General information 
 
1.1 Introduction 
 
Congratulations on your new Oxland product. We hope that you will pick more balls than ever with your new high quality ball picker.  
In this instruction manual you will find all the information for the proper use and maintenance of the ball picker. 
 
Note: Be sure to read and understand these instructions before using the ball picker. 
 
Not reading the instruction manual could result in damage to the ball picker and/or shortening of its lifespan. Every user of the ball picker must read and 
understand these instructions first. 
 
Nothing about this instruction manual may be reproduced unless by written approval of Oxland. 
 
This ball picker has a warranty for one year. Read the guarantee conditions carefully and keep them in a save place. If there are any questions or problems, 
please contact your dealer. 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 

One Year Warranty 
 
Oxland b.v. hereby warrants the materials and function of its product specified in this instruction manual for a period of one year after delivery. 
This guarantee only applies to the original purchaser. It also only covers parts which the manufacturer, after inspection, finds to be faulty. Repair or 
replacement of parts is to be carried out by an authorised representative of the manufacturer. The manufacturer further warrants that the equipment 
supplied conforms to the accompanying product description.  
The guarantees specified in this agreement constitute the manufacturer’s only liability to the buyer. The manufacturer disclaims liability for any 
commitments beyond the limitations of the guarantee certificate.  
The manufacturer further disclaims all liability for any commitment that may be given by any unauthorised person in connection with the sale of the 
equipment. The guarantee does not apply to equipment that has been repaired or parts replaced by any person/company not specifically authorised to do 
so by the manufacturer. The manufacturer’s guarantee liability also does not apply in cases where the equipment is misused, is damaged by 
negligence/accident or is handled contrary to the accompanying Instructions for Use. Finally, the manufacturer is under no circumstances financially 
liable for damage that may arise in connection with the sale or repair of the equipment, or injury to a third party in connection with its use.  
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1.2 Description 
 
There are 2 kinds of ball picker’s available: the 32T and the 52T. 
The 32T is a medium size ball picker with 3 sections. The T stands for Tour disc, which is a high quality disc made of lightweight plastic. 
The 52T is a large size ball picker with 5 sections. With the 52T one can pick up to 60% more balls than with the 32T. The 52T is also equipped with the Tour 
discs. 
The design of the ball picker ensures an easy upgrade from a 32T into a 52T; for this there is an expansion kit available for the 32T. 
The ball picker can be used with most popular brands of golf cars, garden vehicles and tractors on the market. 
 
1.3 Contact 
 
For information or questions about your ball picker, please contact Oxland. 
You can also contact Oxland for other golf course equipment. 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

Oxland b.v.  
Marconiweg 5  
NL-3899 BR Zeewolde  
The Netherlands  
Tel.: +31-36-5219290  
Fax +31-36-5219299  
Email: info@oxland.nl  
Http://www.oxland.com 
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1.4 Technical data 
 

General 32T (A) 52T (A+B) Extension kit (B) 
No. of sections 3 5 2 
Capacity 2400 4000 1600 
Prescribed picking rate (approx.) km/h (mph) 10-13(6-8) 10-13(6-8) 10-13(6-8) 
    
Dimensions    
Height (approx.) m (inch) 0,4 (16) 0,4 (16) 0,4 (16) 
Width (approx.) m (inch) 2,7 (106) 4,5 (177) 1,8 (71) 
Length (approx.) m (inch) 1,5 (59) 1,5 (59) 1,5 (59) 
Approx. total weight, with Tour discs empty kg. (lbs.) 123 (275) 175 (390) 52 (116) 
Approx total weight, with Tour discs, fully loaded kg. (lbs.) 233 (105) 358 (796) 87 (192) 
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2. Safety instructions 
 
2.1 General 
 
Safety precautions are a combination of measures implemented during the design stage and those that must be taken by the user. The Machine is designed 
to function as a ball picker. It is designed to be adjusted and maintained without causing danger to anyone, when such tasks are carried out under the 
conditions described in this instruction manual. The purpose of these safety precautions are to prevent all risk of accidents during the expected service life of 
the machine, including assembly and dismantling, even if such risks do arise as a result of abnormal situations. 
 
Parts and accessories, which are not approved by us, could lead to personal injury and/or damage to the machine and reduce the reliability of the machine. 
Use only recommended Oxland parts and accessories for safety reasons. Those parts and accessories are made especially for our ball pickers. If you need 
original parts or accessories please contact Oxland.  
 
We are not liable for any damage or injury caused by parts and accessories that are not approved by Oxland. 
 
2.2 Compliance with requirements 
 
Oxland ballpickers comply with the personal safety requirements for ball handling.  
 
2.3 Remaining risks 
 
The warning label inform and warn the user about remaining risks, i.e. those which could not be eliminated or sufficiently reduced by design and against which 
technical safety precautions are not – or are not completely – effective. The label is printed in English and placed on the main connector. Labels in German, 
French, Spanish and Dutch are available on request.   

 
 
 
 
 
 
 
Whenever applicable: 
·  When servicing, cleaning or repairing the ball picker, be aware of the sharp edges on the ball picker (e.g. ball guides). 
 

WARNING! 
When working on the ball picker (e.g. emptying the 
ball baskets or for maintenance) make sure that: 
·  The engine of the vehicle to which the ball picker 

is connected is turned off. 
·  Always Use the parking brake. 
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2.4 Permitted use 
 
The ball picker may only be used on the driving range. It may only be used when it is assembled and mounted according to this instruction manual. 
 
2.5 Prohibited use 
 
·  Never overload the ball picker by filling more balls than the capacity listed for the ball baskets in the technical data chapter of this instruction manual. 
·  Never transport persons or goods on the ball picker. This could result in personal injury and/or damage to the ball picker. 
·  Never use the ball picker for long distance transportation or for transporting anything other than balls picked up on the driving range. 
·  Modifications to the mechanical functions of the ball picker may only be carried out after consultation with Oxland. 
·  Avert large holes on the driving range during the picking of balls. 
 
2.6 Operational reliability 
 
For increased operational reliability and service life, we recommend the following: 
·  Park the ball picker in a covered area when not in use 
·  Never overload the ball picker by filling more balls than the capacity listed for the ball baskets in the technical data chapter of this instruction manual. 
 
2.7 Push units requirements 
 
For optimal us of the ball picker we recommend a Yamaha golf car model ULTIMA, G-MAX or U-MAX.  
For connecting the golf car and the ball picker we recommend a ball picker push-bar, available as an accessory at Oxland. 
 
For correct use of the ball picker you need: 
·  A vehicle with at least a power of 7.1 kW. 
·  A push bar with 2 ball joints with a minimum distance of 430mm and a maximum of 820mm 
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3. Machine management 
 
3.1 Conditions 
 
Anyone doing maintenance on the ball picker must first understand these instructions. If a person has not done any work and/or maintenance for a period of 
more than three months on a ball picker, the instruction manual must be re-read before doing any work on the ball picker. 
 
 
4. Design and function 
 
4.1 General 
 
The Oxland ball pickers are designed and build for fast en reliable ball picking. 
The sections of the ball picker are flexible. Because of the flexibility of the sections it is possible to also pick up balls on uneven terrain on the driving range. 
This will ensure better and faster picking of the balls. 
 
Every section is made of galvanised steel on which the tour discs are mounted on an axle with bearing blocks. Because of the flexibility of every section and 
the use of connectors, the 32T ball picker can easily be upgraded to a 52T ball. 
 
When using the ball picker on the driving range the balls will be caught between the tour discs and then transported directly into the baskets. Once a ball 
picking job is finished, the baskets can be taken out from the sections by hand. 
The ball picker can be connected very quickly to a golf-car, mini-tractor, etc. (see chapter 2.7 for specification) through the use of the ball couplings.  
 
 
5. Installation 
 
Make sure all the parts you need for the ball picker are present by checking the part list as listed in chapter 7.1 on this manual. 
If you miss any parts, please contact Oxland and give them the article number(s) of the missing part(s). 
 
To assemble the ball picker the following tools are required: 
Wrenches no. 10, 13 and 17 
 
5.1 Installation step by step 
 
When you get your ball picker, step 1 is probably already done. 
In case there is some damage, step 1 can be done as follows:  
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Step 1  Install the axle with tour discs 
 
Parts: 

Article No. Pos. Description numbers 
900131 A BP-axle 820 1 
900120 B BP-bearing and block assy. 2 
900143 C BP-tour disc 15 
900141 D BP-end disc 2 
900139 E BP-spacer 24 2 
900140 F BP-outer axle 726 1 

 

  
Start with one BP-end disc (900141), a bearing block assy (900120) and the outer axle (900140) (F). 
Put the bearing block assy into the BP-end disc. The outer axle (900140) will fit on the bearing block assy. 
After this you can slide the 15 tour discs (900146) on the outer axle (900140). Finish it by putting the other end-disc, bearing block and the axle. 
 
Tips: 
- Before sliding the tour discs, make sure the slanting side of the BP-end disc is pointed toward the outer axle. Make sure that you put all the tour discs 

in the right way. There is a pin on one side of the tour disc and a hole on the other side. Make sure the pins and holes are always aligned. 
- When it is difficult to slide the discs on the disc holder put some Teflon spray on the outer axle for easier sliding. 
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Step 2: Assembly of a single section 
 
Parts: 
 
Article No. Pos. Description numbers 
900136 A BP-frame S3 complete 1 
900138 B BP-rubber ball guide 3 2 
900128 C BP-Baskets 2 
900130 D BP-Swivel castor assy 1 
900127 E BP-Damper 1 
900148 G BP-Silencer L 5x40-400 2 
900147 H BP-Silencer T 5x40-400 1 
    
Complete axle from step 1 F  1 

   
 

Install the complete axle (E) from step 1 into the frame with 2 bolts (M8x30), 2 washers (M8) and adhesive (loctite) for fasting the bolts. (for disconnecting 
make the adhesive warm, then turn the bolt loose). Take the ball guides (900138 ) (B) and put them on the frame (900136) (A), as is shown in the figure (with 
4 M6x20 bolts, 4 Washers M6x30 and 4 washers M6). 
Next, place the swivel castor assy (900130) (D) on the main connector (4 x M10x20), but before placing make sure the bearings of the wheels are greased. 
Install the damper with a M10 Nut. Put the Silencers (2 x G and H) on the frame. Finish the section by putting the basket’s (C) into the frame. 
 
Tips: 
- Use adhesive (loctite) for the two M8x30 bolts! 
- Make sure that the tour discs are positioned in line with the inlets of the frame. 
- Assemble the ball guides correctly on the frame. 
Depending on whether it is a 32T or a 52T, 3 or 5 sections need to be assembled. 
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Step 3: Joining the sections  
 
Parts:  

Article No. Pos. Description numbers 
900153 A BP-main connector 1 
900161 B BP-V-frame 1 
900166 C Ball joint assy. 1 
900130 D Swivel castor assy 1 
    
Complete section from step 2 E  3 

 

 
Connect three sections to each other. Make sure to use three rings for each bolt and nyloc nut for this (see Detail A). Use one ring for the nut, one for the bolt 
and one between the two sections. DO NOT TIGHTEN IT, IT MUST BE LOOSE. Just fix the nut so that the nyloc ring will be fully fixed on the bolt, BUT NOT 
TIGHTENED. The nyloc nut will ensure that the connection will come undone. 
Take the main connector (900153) (A) and place it, as is shown in the figure above and lock it with 3 M10 nuts.  
Now take the V-frame and connect wheel number four on it. Finally connect the V-frame on the main connector. 
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Step 4 
 
Parts: 

Article No. Pos. Description numbers 
900162 A BP-push rod front 1 
900167 B BP-push rod rear 2 
900164 C BP-push rod connection plate 2 
900165 D Ball joint coupling 3 
    
Complete Section  from step 3 E  1 

  
 
   Setup for 32T 
 
Join the push rod front (900162) (A) and the push rod rear (900167) (B) together with the push rod connection plates (900164) (C) above and below. Before 
tightening the bolts and nuts ensure the push rod front (900162) is positioned in the centre of the 2 push rods rear (900167). 
 
Tip’s  
 
- Use for the 32T the 2 holes in the middle of the push rod frond and for the 52T the 2 holes at the end of the push rod frond. (On page 15 you can see 

how it has to be when you have the 52T) 
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32T 
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52T 
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6. Maintenance 
 
6.1 General 
For a long and good life span you have to check the ball picker regular. Any malfunction that will be discovered on an early stage will be easier to correct. If 
you have checked the ball picker regularly then the malfunctions and breakdowns can be minimised. We will give you some tips about malfunctions and what 
to do when they appear.  
 
6.2 Maintenance intervals and instructions 
Maintenance intervals 
 
A Every pick-up run 
B Every month 
C Every season 
 
 Maintenance intervals and instructions A B C 
1 32T, 52T and expansion kit    
1.1 Any object that could have become lodged between the Tour- discs should 

be removed after every pick-up. These could be stones, broken balls, 
pinecones etc., which can damage your ball picker or short the life span. 

X   

1.2 After pick-up hose down the baskets and discs to remove gravel or sand that 
could accumulate and cause corrosion of the metal parts and unnecessary 
wear and tear on the bearings and discs. 

 X  

1.3 Clean the ball picker at least ones a month when they using artificial fertiliser 
on the driving range. 

 X  

1.4 Check that all locking nuts are secure and there are no broken discs  X  
1.5 Lubricate the ball fitting on the draw bar   X  
1.6 In the winter the ball picker must be totally cleaned stored in a frost-free 

storage area. 
  X 

1.7 Lubricate nuts and bolts and check if they are rusty or damaged, if they are, 
replace them.  

  X 

1.8 Check the rubber connectors and the Tour-discs if they are damaged 
replace them. 

  X 

1.9 Check the wheel bearings if they are dry, grease them.   X 
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6.3 What to do with possible malfunctions 
 
The ball picker does not pick up the balls 
 
Check that: 
- All sections are undamaged and properly secured to the beam. 
- All baskets are correctly placed in the sections. 
- The Tour-discs are undamaged and securely fastened. 
- The connecting rods are not damaged or bent. 
- The driver of the vehicle exceeds the maximum speed, which prescribed. 
- The grass on the driver range is too long so that is covers the balls 
 
The ball picker does not roll properly 
 
Check that: 
- The wheels are undamaged. 
- The roller bearings are undamaged. 
- Nothing has become lodged in the picker roller or on the wheels. 
- The ball baskets are undamaged. 
- The ball picker is not damaged, resulting in any of its parts scraping on the ground. 
 
6.4 Function tests 
 
Test the ball picker after repairing or maintenance. Check if the ball picker is functioning correctly by test driving without balls in the baskets. 
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7. Replacement parts 
 
7.1 parts list 
 
If you need spare parts because of damaging or wear and tear etc, you can contact Oxland for new parts. To prevent mistakes please always use part nos. 
when ordering.  
 
A = Picture of article  C = Description   E = Quantity 52T 
B = Article code  D = Quantity 32T 
 

A B C D E A B C D E

900136
Frame 
S3

3 5 900120
Bearing 
and block
assy

6 10

900130
Swivel 
castor 
assy

4 6 900122 Bearing

900135

Castor 
tube       
R20x8x1
30mm

4 6 900123
Bearing 
block

900132
Tyre and
rim assy

900141 End disc 6 10
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A B C D E A B C D E

900133
Rim 
bearing 
bush

900146 Tour disc 45 75

900140

Outer 
axle 
50x50-
726

3 5 900153
Main 
connector 
870

1 1

900131
Center 
axle 820

3 5 900154

Ext. 
connector 
870               
(for 52T
only)

0 2

900139
Spacer 
22x4-24

6 10 900161 V-Frame 1 1

900127
BP-
Damper

3 5 900166
Ball joint
assy

1 1
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A B C D E A B C D E

900128 Basket 6 10 900162
Push rod
front

1 1

900138
Rubber 
ball 
guide 3

6 10 900164
Push rod
plate

2 2

900167
Push rod
rear

2 2 900147
Silencer 
T 5x40-
400

3 5

900165
Ball joint
coupling

3 3 900148
Silencer 
L 5x40-
400

6 10
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Fastening par ts 
 

A C D E
Nut M6 Nyloc 12 20

Nut M8 Nyloc 4 12

Nut M10 Nyloc 33 45

Bolt M6x20 12 20

Bolt M8x30 10 22

Bolt M10x20 16 24

Bolt M10x40 2 4

Bolt M10x60 6 6

Bolt M10x70 6 6

Washer M6 Ø 30 12 20

Washer M6 12 20

Washer M8 14 34

Washer M10 49 65
 


